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Part No. Pipe Diameter 
Range

Load 
capacity KG Weight KG

PJ8-1 63 - 355mm 200 5

PJ8-2 250 - 630mm 1000 12

PJ8-3 "500 -1200mm 
Adjustable" 1000 13

PJ8-5 1500mm 2000 90

The safe method of handling and moving pipes around the workshop or site

Heavy duty stands designed to be either free standing or in-trench

Max Pipe diameter: 12”
Max Pipe length: 6.1m
Max Pipe weight: 450kg / 990lbs

The Pipe Buggy offers a safe method of handling and 
moving pipes around the workshop or site easily, avoid-
ing damage to the pipe as a result of it being dragged 
along the ground.
At only 31.8kg / 70lbs it is a light weight yet robust solu-
tion to pipe handling problems.
With its innovative handle and ratchet strap it allows 
the operator to lift the pipe from the floor nto the bug-
gy with minimal effort.

Features and advantages: 

 - Flat free tyres
 - Ratchet hold down strap to secure pipe
 - Quick disconnecting handle for easy storage

PJ8 Feed Through Roller Stands

Pipe Buggy

Features and advantages: 
 - Free standing or In-trench options.
 - Differing trench widths accommodated.
 - Multi positional.
 - Rubber coated rollers minimise pipe damage.
 - Four sizes available to suit pipes from 63mm. 

to 1500mm


